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ANNEX IV

A. CERTIFICATE OF CONFORMITY ACCOMPANYING EACH VEHICLE IN THE
SERIES OF THE TYPE WHICH HAS BEEN APPROVED

(Model)

Itheundersigned ...... ..ottt i e (surname and first name)
hereby certify that the following moped/motorcycle/motor tricycle/ quadricycle (1).

2.1.  Any version (identified by a code consisting of numbers or a combination of letters and numbers): ...

2.2.  Any variant (identified by a code consisting of numbers or a combination of letters and numbers): ...

3. Maximum engine power in KW : .. e e e
4. Maximum power rating in revs/MiMULE: .. ......iutntnrernteneneaeareneneatereerereieareisasanenns
s. Cylinder capacity in CI3: ..o e e e
6. Maximum speed in km/h: ........ ... BT T USROS
7. NOISE I dB (A ottt ettt ettt et ettt et ae e aeata e e e
7.1.  Noise when at a standstill (engine speed): ........ ..ot e
7.2, Noise when in MOtION: ... ...ttt it e ittt
8. Type of 2- or 4-stroke engine and cycle (where appropriate): ...........coviiiiiiiniiiiiiiiinnnn..
9. Mass of unladen vehicle in Kg: ..ottt it e i e it
10.  Original vehicle tyres: size(s) in mm and, where applicable, make: ............ TR
11. Number in type Series: .......uiuiiiiniiii i i e e e e
conforms to the type which was approved at: .................. (date): ..ooniiiiiiiiiiiii i
3£
described in type-approval certificate NO: ....uuiuii ittt i e i e
and in information document NO: ... ... i e

(position held)

(') Delete where inapplicable.
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B. CERTIFICATE OF CONFORMITY ACCOMPANYING EACH SEPARATE TECHNICAL
UNIT OR COMPONENT NOT FITTED AS ORIGINAL EQUIPMENT TO THE SERIES
OF THE TYPE WHICH HAS BEEN COMPONENT TYPE-APPROVED

(Model)

Ithe undersigned ........c.oonvniiiiiiiiii i e (surname and first name)

hereby certify that the ... ... ..o i e
(separate technical unit or component.)

1. Y 1
2. 57 » -2 O
3. INUMDET IN LYPE SEIIES: .ottt ittt ettt ettt e ettt e ettt s eaeneientaneneaeenaneenens

conforms to the type which was approved at: .................. (date):

DY e e
described in component type-approval certificate No: ......................... e

and in information document No:

(position held)
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VB
B ANNEX V
COMPONENT TYPE-APPROVAL MARK
1. The component type-approval mark consists of:
1.1. a rectangle surrounding a lower case letter ‘e’, followed by the distin-

guishing number or group of letters of the Member State which has issued
component type-approval i.e.:
— 1 for Germany
— 2 for France
— 3 for Italy
— 4 for the Netherlands
— 6 for Belgium
— 9 for Spain
— 11 for the United Kingdom
— 13 for Luxembourg
— 18 for Denmark
— 21 for Portugal
— EL for Greece
— IRL for Ireland

VAl
— 12 for Austria
— 17 for Finland
— 5 for Sweden;

VB

1.2. the competent type-approval number corresponding to the number of the
component type-approval form completed for the separate technical unit
or component concerned. The component type-approval number is entered
below and close to the rectangle referred to in 1.1. The figures making up
the component type-approval number are entered on the same side of the
letter ‘e’ and face the same direction. In order to avoid any confusion
with other symbols, Roman numerals must not be used in the component
type-approval number.

2. The component type-approval mark is affixed to the separate technical unit
or component in such a way as to be indelible and clearly legible, even
when the separate technical unit or component is fitted to the vehicle.

3. An example of a component type-approval mark is contained in the
Appendix to this Annex.
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Appendix

Example of a component type-approval mark
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b0b#b

Legend: the above component type-approval mark was issued by Ireland (e IRL) under number 60676.
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ANNEX VI

PROVISIONS RELATING TO CHECKING THE CONFORMITY OF
PRODUCTION

1. In order to check that vehicles, separate technical units and components
are produced in such a way as to conform to the type which has been
type-approved (for vehicles) or component type-approved (for separate
technical units or components), the following provisions apply.

1.1.  The holder of the type-approval certificate or component type-approval
certificate is obliged to:

1.1.1. ensure that there are procedures for the effective monitoring of product
quality;

1.1.2. have access to the monitoring equipment necessary for checking the
conformity of each type of vehicle which has been type-approved or
each type of separate technical unit or component which has been compo-
nent type-approved;

1.1.3. ensure that the data concerning test results are recorded and the attached
documents are kept for a period of 12 months after the cessation of
production;

1.1.4. analyse the results of each type of test in order to monitor and ensure the
consistency of the characteristics of the product, with due regard for the
variations permissible within industrial manufacture;

1.1.5. take steps to ensure that the tests prescribed in the relevant separate
Directive are performed for each type of product;

1.1.6. take steps to ensure that any taking of samples or test-pieces which give
evidence of non-conformity for the type of test under consideration is
followed by a fresh taking of samples and a new test. All necessary
measures must be taken to re-establish the conformity of the corre-
sponding production.

1.2.  The competent authorities which have issued the type-approval certificate
or component type-approval certificate may check at any time the
methods used for checking conformity in each production unit.

1.2.1. At the time of each inspection the test and production records must be
conveyed to the inspector.

1.2.2. The inspector may select at random samples to be tested in the manufac-
turer's laboratory. The minimum number of samples may be determined
in accordance with the results of the manufacturer's own checks.

1.2.3. Where the quality level appears unsatisfactory or where it seems neces-
sary to check the validity of tests performed in accordance with 1.2.2,
the inspector must take samples which will be sent to the technical body
which has performed the tests for type-approval or component type-
approval.

1.2.4. The competent authorities may perform all the tests prescribed in the
separate Directive(s) applying to the product(s) concerned.

1.2.5. The competent authorities must authorize one inspection per year. If a
different number of inspections is necessary, it will be specified in each
of the separate Directives. If negative results are noted during an inspec-
tion, the competent authority must ensure that all necessary measures are
taken to re-establish conformity of production as soon as possible.



